MODULAR
CARPORT

Solar Design

Powered by Zara Carport
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STRONG PrRODUCT 2ENEFITS

Modular system the length to local conditions
enables individual adjustment of 4 parking
spaces possible with only one support. Quick
and easy installation & commissioning. Sophisti-
cated wing-shaped design for customer-friendly
maneuvering in and out of the parking space
and getting into and out of the vehicle Electrical
and digital add-ons and connections possible
(advertising panels, LED, Wi-Fi, light walls, touch
screens, speakers)



ZARIS CARPORT

CANOPY / Type Zara Carport Design

Roof cladding With double-glass solar modules
( module support structure, supplied ready for installation)

Roof Area 662sgft

Roof inclination 10 degrees

Covered depth A 15'-0"
Solar array length B 15%-6"
Overhang column to eaves 2"
Column depth D 50"
Overhang column to ridge 0-6"
Entry height with R.C foundation F 14-0"
Ridge height with R.C foundation © 10-0"
Eaves height with R.C foundation H 110"
Crossbeam height with R.C foundation | 12'-0"
Foundation Reinforced concrete with the dimensions: block (10'x4” x1")and base (5'x1'x1’)

with an installation depth of 3’

Drainage (optional) K Box gutter 400 in powder-coated aluminum, In a choice of four RAL colors
Dimension 42'-8" x 15-6"
Parking space width System design for max. four car parking spaces between one support

with a system width of max. 9-3" per parking space

Integrated in the foundation Connections of drainage DN125, electrical cables DN100 and required
electrical grounding

For more information, visit www. info@zaraconstruction.us



ZARIS CARPORT

Modules Bifacial Double Glass / Transparent Backsheet
PV module type 675-700

Dimensions 7'-9" x 4'-3" (2384 x 1303 x 35mm)
Weight 38.7kg+ _ 3%

Light transmittance 15 %

Efficiency 22,54 %
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For more information, visit www. info@zaraconstruction.us



